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Features

Control system

Installation

Product line up



T1 Condition

R410A

3, 4, 5, 6.2, 7.5, 8.5, 10, 12.5, 15, 17.5,

20, 25, 30Ton (3-30)

T3 Condition
R410A

3, 4, 5, 6.2, 7.5, 8.5, 10, 12.5, 15, 17.5,

20, 25, 30Ton (3-30)

Product line up
Standard products available now



ClimaCreator SeriesClimaMaster Series

Products line up
Standard products available now

Air inlet

Air outlet



Products line up

Mass production planned for the middle of 2017.

T3 Condition

R410A

5, 6.25, 10, 

12.5, 25Ton

New products  under development



Control system

Product line up

Features

Installation



Good thermal insulation performance and highly rain-proof.

ClimaMaster: buckle design

ClimaCreator : panel has screws to 
strengthen the paneland sealing 
sponge.

Durable construction

Features



ClimaMaster: screws used in 
chassis assembly.

ClimaCreator: integrated 
chassis.

Features
Durable construction

Chassis: strong structure without compromising appearance.



Alloy fan blades Stainless steel screws

Coppertube and aluminum fins

G90 galvanized plate 

Features
Durable construction

Heavy anti-corrosion version available as an option.



É G90 galvanized plate conforming to ASTM-A-653. (Zinc content нтр ƎκƳчΦύ 

É 2000-hour salt spray test passed.

Before After

Features
Durable construction

Heavy anti-corrosion version available as an option.



É Copper tube and aluminum fins have passed 600-hour Salt spray test.

É Special anti-corrosion fin and tube available as a customization option (1000-hour 

salt spray test ).

Hydrophilic coating: 0.2 - 0.3 g/m2

Anti-corrosion coating: 1.4- 1.6 g/m2

Aluminum layer

Anti-corrosion coating: 1.4 - 1.6 g/m2

Hydrophilic coating: 0.2 - 0.3 g/m2

Fin profile

Features
Durable construction

Heavy anti-corrosion version available as an option.



3/4/5 ton: direct-driven, forward curved fan blades

6.2 ton and above:  belt-driven, forward curved fan blades

Evaporator centrifugal fan

Evaporator fan motor

Guide rail: Motor can be 
moved on the guide rail 
manually to keep the fan 
motor running efficiently.

Features
Centrifugal  fan



Features
Reliable scroll compressors



10mm washable nylon filter ŀǎ ǎǘŀƴŘŀǊŘ όмрр ƳŜǎƘŜǎκŎƳчύΣ  aluminum filter and special    

application filter available as customization options.

Features
Easy to clean filter



Features
Electrical heater

Auxiliary heater (customization option for cooling only type T3 condition) 

ClimaMaster Series



Fresh air Intake damper 
can be used to adjust the 
volume of fresh air

When the outside air is cooler than the recirculated air, the economizer can be opened 

to allow free cooling. The fresh air ratio can be up to 25%.

Features
Economizer (6.2 ton and above available as an option)


